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2.00 MAX 

ROAD RESERVE PRIVATE PROPERTY (AS2890.1 SECTION 2.5.3(e) 
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HIGH & LOW DRIVEWAY PROFILE (FOR MIN. 6.0m SETBACK) 

NOTES 
1. REFER TO DRAWING R-05 FOR PLAN LAYOUTS 
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CARPORT OR GARAGE - LEVEL 

CARPORT OR GARAGE - LEVEL 

2. FOOTPATH CROSSOVERS MUST BE PERPENDICULAR TO THE ROAD OR STREET, OR UP TO 20° (UNLESS OTHERWISE APPROVED IN 
EXCEPTIONAL CIRCUMSTANCES). 

3. REFER TO ST AND ARD ORA WINGS NO R14 & R16 FOR NON KERB ED APPLICATIONS 

4. THIS STANDARD IS A GUIDE ONLY.VARIATIONS TO THIS DETAIL SHALL REQUIRE DETAILED LONGITUDINAL SECTIONS TO BE SUBMITTED. 
CHANGES OF GRADE SHALL COMPLY WITH AS.2890 & THE DESIGN VEHICLE CLEARANCES. 

5. MAX CHANGE OF GRADE 12.5% FOR CREST, 15% FOR SAG (AS2890.1 SECTION 2.5.3(d) 
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